
COLOUR SENSOR – MODIFICATION INSTRUCTIONS

Change the Robocar into the Line Tracker Robocar.



COLOUR SENSOR – MODIFICATION INSTRUCTIONS

Disconnect ports D and C.



COLOUR SENSOR – MODIFICATION INSTRUCTIONS

Disconnect colour sensor 
and distance sensor from 
the front of the Robocar.



COLOUR SENSOR – MODIFICATION INSTRUCTIONS

Disconnect the bumper from 
the front of the Robocar.



COLOUR SENSOR – MODIFICATION INSTRUCTIONS

Follow step 27 to step 36 of the 
Desmond Spike Robocar Line 
Tracker build instructions to 
remake the front bumper.

Do not disassemble the Spike Robocar to 
match the images in the instructions. 
Keep the Robocar intact and modify it to 
remake the front bumper.



COLOUR SENSOR – MODIFICATION INSTRUCTIONS

Follow step 57 to step 65 of the 
Spike Robocar Line Tracker build 
instructions to remake the front 
sensor array for the colour sensor 
and the distance sensor.



COLOUR SENSOR – MODIFICATION INSTRUCTIONS

Reconnect the cables for the distance sensor and the colour sensor.

Colour Sensor
- Port C

Distance Sensor
- Port D
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